BOX: 18X22X30 BULLET METER BOX WHEN INSTALLING THE SETTER, THE
LID: AYM 74 MAL 115 USE OF A JUMPER OR IDLER
SETTER: VBHC 74—15W 44-44 (EITHER 12" OR 16" HIGH) PIPE IS REQUIRED TO ELIMINATE

; TWISTING OF THE SETTER. WHEN
TUBING: 17 CTS HDPE TUBING ~ 200 PS| NSPECTION 1S COMPLETED BY
METER: 1 NEPTUNE R=900i JEFFERSON UTILITIES’ STAFF, IF

CORP STOPS: 1” FB1000—4 SETTER IS TWISTED, NEW INSTALL
SADDLE: FORD, S—90 SERIES RECESS FOR RADIO  WILL BE REQUIRED BEFORE

READ ANTENNA SERVICE WILL BE AVAILABLE.
FINISHED GRADE

CURB/ROADWAY
BOX (MARKED WATER) ~

——16" MIN-20" MAX HT.

4’0" MIN. OF PIPE —
COVER AT ROADWAY BOX CENTER & PLUMB IN CROCK WITH A

|~ MINIMUM OF 2" CLEARANCE ON ALL
SIDES.

4" STONE

DUST {6 STONE DUST X 24" HIGH

(¢ 1" POLYETHYLENE CLASS
& ¥ 200 (SDR 9) SERVICE TUBING

/ /5/ ' == i:ésmENCE

COMPRESSION 7 e
, FITING  BALL VALVE 1" POLYETHYLENE CLASS 1/2” DIA X 12" LONG SCH 40 PVC FOR
1” CORP STOP CURB STOP 200 (SDR 9) SERVICE TUBING SUPPORT THROUGH SETTER EYE
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